c € SPORTON LAB. ICEFtifiEHtE No: EC8N0626

CERTIFICATE

W EQUIPMENT: SWITCHING POWER SUPPLY
MODEL NO. : TOP-xD-yyy, TGx-M7, EP-xD-yyy (x=250, 280, 300, 330,
350, 380, 400, 430, 450, 480, 500, 530, 550, 580, 600, 630,
650; yyy=0-9, a-z or blank), APSM-460, TOP-350-SL PSU
APPLICANT : TOPOWER COMPUTER IND. CO,, LTD.
7" Fl, No. 7, Lane 235 Pao Chiao Road,
Hsin Tien City, Taipei Hsien 231, Taiwan
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EFORTOM LAS,

EB L= CERTIFY THAT:

THE MEASUREMENTS SHOWN IN THIS TEST REPORT WERE MADEIN
ACCORDANCE WITH THE PROCEDURES GIVEN IN EUROPEAN COUNCIL
DIRECTIVE 2004/108/EC. THE EQUIPMENT WAS PASSED THE TEST
PERFORMED ACCORDING TO e
EUROPEAN STANDARD EN 55022:2006 Class B,
EN 61000-3-2:2006, EN 61000-3-3:1995/A1:2001/A2:2005 and

~ EN 55024:1998/A1:2001/A2:2003 (IEC 61000-4-2:1995/A2:2000,
IEC 61000-4-3:2002, IEC 61000-4-4:2004,
IEC 61000-4-5:1995/A1:2000, IEC 61000-4-6:1996/A1:2000,
IEC 61000-4-8:1993/A1:2000, IEC 61000-4-11:1994/A1:2000).
THE TEST WAS CARRIED OUT ON Jan. 14, 2009 AT

- SPORTON INTERNATIONAL INC. LAB.
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Castries Huang

Supervisor

SPORTON INTERNATIONAL INC. 6F, No.106, Sec.1, Hsin Tai Wu Rd., Hsi Chih, Taipei Hsiaen , Taiwan, R.0.C.



